Text book Assi gnnent :

Assi gnnent

t hrough 5-56.

“The Ship's Laundry (continued),”

6

chapter 5, pages 5-29

6- 1.

6- 2.

6-3.

Learning Objective: Deternine
the procedures for using the
M nor washer extractor.
(Cont’ d)

The thernoneter on the M| nor
washer extractor is used to
control the water tenperature

What does the green pointer on

the thernoneter control or
i ndi cat e?
1. Indicates the actual water

t emperature
2. Controls the higher
t emperature
3. Controls the
temperature
4. Indicates the higher
t emperature

| ower

What is the mninmumair
pressure required for the
M I nor washer extractor to
operate properly?

160 psi
120 psi
100 psi
80 psi

T

Learning Qbjective: | dentify
the controls and indicators for
the tunbler dryer
are used for.

What control (s) on the tunbler
dryer is/are used to regulate
the length of time a load wll
be reduced in tenperature?

Drying tinmer
Tenmperature regul ator
Danmper controls
Cooling tiner

L

and what they
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6- 4

6-5.

6- 6.

6-7.

6-8.

6-9.

VWhat control (s) on the tunbler
dryer is/are used to regulate
the inlet air tenperature?

Tenperature regul ator
Danper controls

Ther nonet er

Drying tinmer

oo

What control (s) on the tunbler
dryer set(s) the desired outlet
air tenperature?

1. Ther nonet er

2. Tenperature regulator
3. Drying tinmer

4. Danper controls

What woul d be the desired

tenperature range for the
tunmbl er dryer during the drying
process?

1 100°F to 120°F
2. 120°F to 140°F
3. 140°F to 160°F
4. 160°F to 180°F

Under normal conditions, the
drying timer should be set for
how many m nutes?

1. 10 m nutes

2. 15 m nutes

3. 20 m nutes

4, 30 m nutes

The cool -down tinmer should be

set for what anount of tine?
1. 5 mnutes
2. 10 m nutes
3. 15 m nutes
4, 20 m nutes

In addition to the cool -down
tinmer, what control(s) on the
tunbler dryer must be adjusted
during the cool -down cycle?

Danper controls
Drying tinmer
Ther nonet er
Heating coils

oo



6- 10.

6-11.

6-12.

6- 13.

Which of the following factors
may cause the clothes to becone
wrinkled during the drying

cycl e?

1. Cothes were not starched
during the washing process
2. Clothes were inproperly

washed

3. Dryer tenperature is too
| ow

4. Dryer is overloaded

You have just renmpved sone
freshly l|aundered heavy
clothing itenms from the washer
extractor. To make pressing of
these items easier, you should
partially dry themin the
tunbler dryer for what maxi num
tinme period?

1. 10 m nutes
2. 8 m nutes
3. 6 mnutes
4, 4 mnutes
In what order, if any, should
lots be delivered to the next

processing station after drying
themin the tunmbler dryer?

1. In al phabetica
di vi si on

2. By lot nunber

3. In the order
were received

4, None; no order

order by

in which they

i s necessary

Learning Objective: Det er mi ne
the precautions taken to

prevent laundry tunbler dryer
fires.
What is the primary cause of

shi pboard laundry fires?

1. Spontaneous conbustion of

residual soil in clothing
2. Human error or negligence
3. | mproper washing, rinsing

or extracting of clothes
4, | mproper cl eani ng of
laundry lint traps
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6- 14.

6- 15.

6- 16.

6-17.

6- 18.

How often should the prinary
lint traps on the tumbler dryer
be cl eaned?

1. After each dryer |oad

2. Every 2 hours

3. Every 6 hours

4.  Every 4 hours

What is the primary purpose of

a
the secondary lint trap?

1. To cut down on the anpunt

of lint entering the
tunbl er dryer

2. To keep the steamcoils
clean of lint and dirt

3. To protect the ship’s
exhaust bl owers

4. To help cut down on the
buil dup of lint in the
ducting

How often should the steam
coils on the tumbler dryer be
i nspected for cleanliness?

1. Daily

2. Twice weekly
3. Mnthly

4. Every 4 hours

How often should the exhaust
ducts and vents in the ship’'s
| aundry be inspected and

cl eaned?

Quarterly
Mont hl'y

Weekl y
Dai | y

Learning Qbjective: I dentify
the parts of the flatwork
ironer and the safety
precautions that apply to their
use.

For what pressing task is the
flatwork i1roner prinarily used
in a large afloat laundry?

1. Pressing khaki shirts

2. Pressing tablecloths and
bed Iinens

3. Pressing khaki trousers

4. Pressing handkerchiefs,
hand towels, aprons, and
undershirts



I'N ANSWERI NG QUESTI ONS 6-19 THROUGH 6- 26.

6-22, SELECT FROM COLUMN B THE PART OF

THE FLATWORK | RONER THAT | S USED FCR
THE PURPOSE | NDI CATED | N COLUWN A

A PURPOSES B. PARTS
6-19.  Snooths and 1. Feed
flattens the ri bbons
flatwork
agai nst the 2. Padded
st eam heat ed rolls
cyl i nder
3. Ret urn
6-20. Catches all ri bbons 6- 27.
finished
mat eri al 4. Delivery
table
6-21. Carries and
| eads the flatwork
into the ironer
over the cylinder
6- 22. Hol ds the flatwork
agai nst the underside
of the heated cylinder
and passes it back to
the front
6-23. Wich of the following parts of
the flatwork ironer prevent(s)
the hand of the operator from
getting near the padded
pressure rolls?
1. The feed ribbons 6- 28.
2. The finger guard
3.  The apron
4. The renovabl e cover
6-24. \What control on the flatwork
ironer engages the conpression
roll?
1.  The start button
2.  The drive rol
3. The speed control |ever
4,  The foot pedal
6-25. How often should you check the

safety finger guard on the
flatwork ironer to nmake sure it
is working properly?

1. Every shift
2. Twice weekly
3. Mnthly

4. Quarterly
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What will happen if you touch
the safety finger guard on the
flatwork ironer while the
ironer is operating?

1. The flatwork ironer wll

adjust to the next |ower
speed

2. The conpression roll wll
di sengage

An alarmwill alert the user
The flatwork ironer will
stop

~ow

What action should you take if
some |inen becomes |ammed in
the flatwork ironer?

1. Disengage the conpression
roll and pull the linen out

2. Put on a pair of safety
gl oves, turn the speed
control lever in reverse
and slowy pull the linen
Qut

3. Put on safety gloves and
try to remove the linen
while the flatwork ironer
is running in the fast
speed

4. Shut the ironer off at the
power source, release the
conpression rolls, allow
the ironer to cool, and
remove the jammed |inen

When, if ever, may you operate
a flatwork ironer with a faulty
safety finger guard?

1. When the workload is heavy
and you are behind schedul e

2. \Wen there are two or nore
persons present at the
flatwork ironer in case of
an energency

3. Only when a person is
standing by the energency
stop button ready to cut
the power off

4. Never
Learning Qbjective: I dentify
the procedures for operating

the flatwork ironer.




6- 29.

6- 30.

What are the proper procedures
for preheating the flatwork
i roner?

1. Keep the main steam valve
partially open for 20
m nutes and then open it
all the way for another 25
m nut es

2. Open the steam valve
one-half a turn first and
gradually allow steam to
enter the cylinder;
continue to open the steam
valve slowy until it is
open all the way

3. Turn the steam valve on all
the way and allow 45
mnutes for the cylinder to
heat

4. Bring the cylinder in
contact with the padded
rolls, keep the main steam
valve partially open for 10
m nutes, and then turn the
steam on all the way

Which of the follow ng actions
should you AVO D to prevent
damagi ng the variable speed
mechani sn?

1. Setting it to the |owest
speed while warmng the
flatwork ironer

2. Engaging the conpression
roll while the ironer is on

3. Changing the speed of the
ironer while the ironer is
on

4.  Decreasing the speed of the
ironer while the ironer is
of f

6- 32.

6- 33.

What are the proper procedures
for securing the flatwork
ironer at the end of the day?

1. Turn the machine off and
rai se the conpression rol
so the machine can cool for
30 minutes

2. COose the steam supply,
rai se the conpression rol
and allow the nachine to
run for 20 or 30 minutes
wi thout steamto allow it
to cool properly before you
shut the power off

3. Turn the power off, secure
the steam and remain in
the laundry until the
i roner cools down

4. Raise the conpression roll
and allow the-machine to
run for 10 to 15 m nutes,
gradually turning the steam
off to allow the machine to
cool, and then shut it off

The conpression roll on the
flatwork ironer should be

rai sed when the ironer is left
unattended for what m ni mum
time period?

1. 5 mnutes
2. 10 m nutes
3. 15 m nutes
4. 20 m nutes

What is the purpose of feeding
the flatwork into the ironer
wrong side up?

1. To prevent scorching the
right side

2.  To prevent wearing through
the smooth side

3. To exert nore pressure on
the rough side of the
mat eri al

4,  To give a snmooth finish to
the right side of the
mat eri al



6- 34.

6- 35.

6- 36.

6- 37.

What procedure should be used 6- 38.

to feed large items into a
75-inch ironer?

1. One person only feeds the
itens into the ironer

2. Two persons feed all the
itens into the ironer

3. Two persons feed the large
itens into the ironer
fol ded

4. Three persons feed all the
itens into the ironer

Into what part
of the flatwork ironer

of the cylinder

small itens be fed?

1. Center

2. Left end

3. Right end

4. Along the entire length

Learning Objective: Identify
the various laundry presses
used in the shipboard |aundry,

the controls used to operate 6- 40.

them and the safety )
precautions applicable to their
use.

What part of the press is used
as your worktable when you
press uniform itens?
1. The rigid netal frame
2. The buck

3. The press head

4. The manifold

What type of press would be
best suited for pressing
flatwork when a flatwork ironer
is not available?

A taper press
A triple head press
A sl eeve press
A rectangul ar

B

press
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shoul d 6- 39.

What is/are the purpose(s) of
using the spray gun with the

[ aundry press to press uniform
articles?

1. To keep the laundry press
gad and cover cool

2. 0 prevent articles from

sticking to the laundry

press head

3. To conpensate for noisture
loss while the other parts
of the uniform are pressed

4. Al of the above

What control button(s) nust you
depress to make the laundry
press head |ower onto the itens
you are pressing?

1. Both red buttons

2. Both green buttons

3. One of the green buttons
only

4,  One green button and one
red button

How do you rel ease the |aundry
press head from the item being
pressed?

1. By pushing one or both of
the green buttons

2. By pushing both red buttons

3. By pushing one of the red
but t ons

4. By pushing one red button
and one green button



6-41.

6-42.

6- 43.

What procedure should you use 6- 44,

to check the head pressure on
the laundry press?

1. Insert a bedding sheet on
the press, leaving a
portion of it exposed, and
try to pull it out after
the press head is closed

2. Place a piece of paper
under the press head,
| eaving a portion of it
exposed, and try to pull it
out after the press head is
cl osed

3. Place a piece of cardboard
under the press head,
| eaving a portion of it L

exposed, and try to pull it
out after the press head is
cl osed

4. Roll a bedding sheet up

into a round cylinder and
try to close the press head
on it

What is the correct procedure
for heating the laundry press
head?

1. Turn the steam valve on all
the way and check the press
head in 20 mnutes

2. Open the steam valve
gradual ly for 2 mnutes and
then open it conpletely

3. Turn the steam valve
partially open for 20
m nutes and then open it
all the way

4.  Gadually open the steam
valve for 5 mnutes and
then open it conpletely

What safety feature on the

[ aundry press prevents you from
getting your hand caught under
the press head?

1. You nust press both green
buttons to lower the press
head

2. There is an energency
rel ease button by your foot

3. You nust press both red
buttons to lower the press
head

4. There is a antilocking
device located in the press
head adj ust ment

I'n answering question 6-45,
refer to the follow ng

par agr aph.

SH3 Brown and SH3 Lewis are working in
the ship’s laundry pressing khaki
shirts and trousers
working at the sane three press
oper at or
oper at or
Petty Oficer
trousers and Petty Oficer
pressing khak
Lewis is having difficulty wth the
trousers because the
of f the press.
problem Petty O ficer
of the red buttons so it
t he DOAN position.
hold the trousers steady with one hand
to prevent them from slipping and at
the same time use his other hand to
press the other red button.
O ficer
probl em pressing the shirts because
one of the red buttons on the press he

They are both

station because all the other
stations are being used.
Lewis is pressing khaki
Brown is
shirts. Petty Oficer
_keep slipping

To elimnate this
Lewi s plugs one
is always in
This allows himto

Petty

Brown does not have this

is working on is already stuck and

When you are pressing under i noperative. SHL More wal ks through
normal conditions, how |ong the ship’s laundry maki ng rounds, sees
shoul d you keep the press head what is going on, and stops both of
down on clothing articles? t hem from worKi ng

1. 15 seconds 6-45. The reason SHL Moore stopped

2. 30 seconds both SH3 Brown and SH3 Lew s

3. 45 seconds from working was because they

4. 60 seconds were violating sone of the
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rules of safety while using the
| aundry press. How many safety
precautions did SH3 Brown and
SH3 Lewis violate?

1. Fi ve
2. Two
3. Thr ee
4, Four



6- 46.

6-47.

6- 48.

The press head should |ower and 6- 49.

lock on a thick object if it is
adj usted properly.

1. True
2. Fal se

Learning Objective: Deternine 6- 50.
the procedures for pressing
various uniform articles in the
ship’s laundry.
When determining the sequence
in which you press a uniform
article, you should consider
which of the follow ng factors?
1. The best sequence of |ays
to nmake the job quicker and
easi er
2. The fewest armount of |ays
to do the uniform article 6-51.
3. The portion of the uniform
article you should press
last to prevent damage to
the rest of the finish
4, Al of the above
A Back left
B. Left shoul der 6- 52.
C.  Collar
D. Yoke
E. R ght shoul der
Figure 6A

IN ANSWERI NG QUESTI ON 6-48,
REFER TO FI GURE 6A.

Figure 6A lists the first five
lays ordinarily used in
pressing shirts, but not
necessarily in the order given.
Sel ect the arrangenent that
lists the sequence in which
lays are perforned when
pressing a shirt?

Oomo
>>>0

o00>

mmmm
Wwom

bl

55

VWhat is the first step in
pressing a pair of trousers?

1. Straighten the pockets out
2. Straighten the waistband

3. Pull the trouser I|egs
t aut _
4. Match the inseans
What is the primary purpose of

using a hanger equipped with a

trouser guard to hang trousers

after pressing then?

1. To protect them from fabric
danage

2. To prevent them from
slipping off

3. To prevent lines from

setting in on the |egs of
the trousers

4, To prevent the trouser
from sticking together

Which of the following itens
nust be pressed on a covered
head press?

| egs

1. Khaki pants

2. Dungaree shirts

3. Wl worsted ties

4.  Cotton handkerchiefs

What is the primary difference
bet ween pressing khaki trousers
and dungaree trousers?

1. Dungaree trouser
not need to be
st rai ght ened;
do

2. The top portion of dungaree
trousers does not require
pressing; in khaki trousers
it does

3. Inseans on dungaree pants
nust be matched separately;
khaki inseanms do not

4. Dungaree trouser legs are
pressed inside out with the
creases going inward on the
seam instead of the mddle
of the leg; khaki trouser
legs are pressed with the
?rease in the mddle of the

€g

pockets do

khaki pockets



6- 53.

6- 54.

6- 55.

6- 56.

6- 57.

Learning Qbj ective: Identify
the procedures used by laundry
personnel when performng

general nmaintenance on |aundry

equi pnent in the ship's
| aundry.
Which of the follow ng

personnel nay perform
nechani cal and/or electrical
mai nt enance on the washer
extractor?

1.  The damage control petty

of ficer of supply 6- 58.
2. The laundry supervisor
3. Qualified shipboard
nMei nt enance personne
4. Al of the above
Which of the follow ng
conditions may occur if lint
deposits are allowed to
accunul ate on the air passages
and heat chanbers on the
tunbl er dryer?
1. Spontaneous heating 6- 59.
2. Restricted airflow
3. Cothes not drying properly
4, Al of the above
The flatwork ironer should be
waxed for which of the
foll owi ng purposes?
1. To prolong ribbon life
2. To prevent linen from
sticking to the heated
cyl i nder
3. To give a snooth finish to
f1atwork
4. Al of the above
How often should you wax the
flatwork ironer?
1. Twice weekly
2. Each norning
3. After 6 to 8 hours of work
4, Both 2 and 3 above 6- 60.
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VWat is the first action

| aundry personnel should take
after new ribbons have been
installed on the flatwork
ironer?

1. Heat the flatwork ironer up
and check for tension

2. Run the flatwork ironer
with the conpression rol
engaged for a period of 20
to 30 mnutes

3. Wax the ironer

4, Adjust the conpression rol
so it engages properly and
seats smoothly

When, if ever, should the

on the return
be replaced?

friction materi al
ri bbon drive rol

1. Monthly
2. Wen it becomes snpoth and
Wwor n

3. Wien the return ribbons
nove faster than the heated

cylinder and the padded
conpression rol

4. Never

What action should you take

when the flatwork ironer
padding is changed and one end
of the ironer is thicker than
the other end?

1. Pass sonme heavy towels or
other thick naterial
through the thicker
the flatwork ironer

2. Renpve the padding and
replace according to
manuf acturer’s instructions

3. Engage the conpression
roll, turn the steam on,
and run the flatwork ironer
for approxinmately 15
m nut es

4. Wth the conpression rol

end of

engaged, run the flatwork
ironer for about 20 minutes
W t hout steam

What is the ideal steam

pressure for operating

conventional presses?

1. 75 psi

2. 80 psi

3. 90 psi

4, 100 psi



6-61.

6-62.

What general
you perform on the laundry

press every norning before you
begin to press uniformitens?

1. Cean the press

2. Change the pad and covers
3. Do a hydrostatic test

4. Wax the press head

What is the prinary purpose of

using press head mtts when you

clean the press heads?

1. To scrub the dirt off the
press head

2. To apply press head cleaner

3. To protect your hands from
being burned by the press
head

4.  To apply press head wax

MATERI ALS USED TO PAD THE
BUCK OF THE LAUNDRY PRESS

A, Flannel pads
B. Steel wool pad
C Press cover

THE MATERI ALS THAT ARE USED TO PAD THE

Figure 6B

I N ANSVERI NG QUESTI ON 6- 63,
REFER TO FIGURE 6B WHI CH LI STS

BUCK OF A LAUNDRY PRESS, BUT NOT
NECESSARI LY IN THE ORDER G VEN.

6- 63.

6- 64.

I'n what sequence should the
materials be applied to the
buck of the press?

Lo
Ommw >
oO>W
>>00

How do you change the flanne
| ayers on the press?

1. Change both the top and
bottom | ayers weekly

2. Change one |ayer a week
putting the new layer on
the top

3. Change one l|ayer a week
putting the new |layer on
the bottom

4. Change one |ayer every 2
weeks putting the new |ayer
on the bottom

mai nt enance shoul d

6- 65.

6- 66.

6-67.

6- 68.

How often should the steel wool
pad be changed?

1. Annually

2. Every 6 nonths
3. Monthly

4. \ekly

Learning bjective: Deternine
the procedures required to

i ssue and assenble finished

| aundry.

Where should the individual
laundry ticket, NAVSUP Form
233, be placed before the
individual lots are received
into the assenbly area?

1. In the press deck |og

2. Inside the appropriate net
bag

3. In the assenbly bin in
al phabetical order

4. In a drawer in the assenbly
area for safekeeping until
the individual bags are
received

Where should the individua
laundry list, NAVSUP Form 233,
be placed after articles from
an I ndividual |ot have been
checked in and verified after
bei ng cleaned and pressed?

1. Attached to each individua
laundry bag with a laundry
in

2. Rttached to one of the
khaki shirts or trousers
with a staple gun

3. Retained in the ship's
[ aundry for record

4. Attached to the suit
wr apper covering the press
work belonging to that |ot
with glue or tape

An individual lot of laundry
shoul d be checked for which of
the following conditions before
it is returned to the owner?

1. Cl eanl i ness

2. Stains and bl em shes

3 Proper creasing and
snmoot hness

4. Al of the above



6- 69.

6- 70.

6-71.

When clean bulk laundry is

pi cked up by the responsible
division, which of the

foll owi ng procedures should the
[ aundry person follow?

1. Wigh the bulk laundry and
note the weight in the bulk
work | og

2. Sign the bulk work log for
issuin% the laundry

3. Have the person receiving
the laundry sign the bulk
work | og

4. Al of the above

A bag of laundry weighing 50
pounds is finished and sent
back to the divisional
conpartnment weighing 49 pounds
What does this weight |oss

i ndi cate when there are

conpl aints of lost clothing?

1. The conplainers are nerely
t roubl emakers

2. The loss probably is
occurring in the living

conpar t ment

3. It is a mistake because the
[ aundry never |oses
cl ot hing

4. The laundry put 1 pound of

clothing in the wong bag

When should finished |aundry be
i ssued?

According to the schedule
When conpl eted

After normal working hours
Early in the norning

B
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6-72.

6- 73.

What is the primary purpose of
obtaining the proper signatures
and maki ng sure the count
reflected on the NAVSUP Form
233 is correct before issuing
the laundry?

1. To establish accurate
records for future
reference

2. To establish validity in
| aundry cl ains

3. To establish the weekly
summary sheet

4, To establish a report
required at the end of the
accounting period

When shoul d you reprocess
articles that have been
returned to the ship’s laundry
because they were

unsati sfactory?

1. The next time lots are
delivered to the laundry

2. Wen the laundry finds time
to reprocess them

3. I mredi ately so that
delivery will not be
del ayed

4,  After the day s workload

has been conpl eted
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